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¥ SEE TWO-LANE/TWO-WAY WHERE MARKERS CONTIMUE

## WHERE THE MEDIAN WIDTH IS 8° {2 m) OR LESS
USE TWO-WAY MARKERS. )
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LEFT TURN

LANE MARKER NOTES

8, REDUCE TO 40" (12 m} O.C, DN CURVES WHERE ADVISORY SPEEDS ARE
16 M.PH €20 km/h) LOWER THAM POSTED SPEEDS.

SEE NOTE & A

A. USE DOUBLE LANE LINE MARKERS SPACED AS SHOWN.

3 e 8Y 24 m D.C.
3 g A0 (12 m

o *
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DESICN NOTES

1. DOUBLE LANE LINE MARKERS SHALL BE USED UNLESS SPECIFIED OTHERWISE.
2. EXCEPT AS SHOWN ON THE LANE REDUCTION TRANSITION &ND FREEWST
EXIT RAMP DETAIL, MARKERS ARE NOT TO BE SPECIFIED ON RIGHT EDGE
LINES.
3. THE EXACT WARKER LIMITS, SPACING, AMD COLOR SHOULD BE INCLUDED IN !
THE PLANS.
4. MARKERS SHOULD NOT BE USED ALONGSIDE CURBS EXCEFT FOR EXTREMELY
SHORT SECTIONS OF CURBS WHERE NOT MURE THAN TWO MARKERS WOULD BE
INVOLVED,
All dimensions are In Inches imiiimeters)
uniess otherwise shown,
REVISIONS :
NAME BATE ILLINGIS DEPARTHMENT OF TRANSPORTATION
T. RAMMACHER 65-15-94]
T. RAMMACHER 03-12-99 TYPICAL APPLICATIONS
T. RAMMACHER 01-06-00)|

RAISED REFLECTIVE PAVEMENT

MARKERS (SNOW-PLCW RESISTANT)
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